
Launderability: 

Thermal performance1:

Comfort:

Dexterity:

Cut:

*Tested per ASTM F2675/F2675M-22.
**Patent filed and pending.
1 Combined rating for radiant heat, contact heat, flammability and electric arc performance.
All testing performed and measured on a 13-gauge glove without coating.

This information is based upon technical data that DuPont believes to be reliable. It is subject to revision as additional knowledge and experience become available. It is the user’s responsibility to 
determine the type and level of hazard and the proper personal protective equipment needed. The information set forth herein reflects laboratory performance of prototype gloves made with this yarn 
under controlled conditions. Performance of gloves and sleeves made with this yarn by different manufacturers may vary. This information is intended for use by persons having the technical expertise 
to undertake evaluation under their own specific end-use conditions, at their own discretion and risk. Anyone intending to use this information should first check that the glove or sleeve selected is 
suitable for the intended use. The end-user should discontinue use of glove or sleeve if yarn becomes torn, worn or punctured, to avoid potential hazard exposure. Since conditions of use are beyond  
our control, DUPONT MAKES NO WARRANTIES, EXPRESSED OR IMPLIED, INCLUDING BUT NOT LIMITED TO WARRANTIES OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE AND ASSUME 
NO LIABILITY IN CONNECTION WITH ANY USE OF THIS INFORMATION. This information is not intended as a license to operate under or a recommendation to infringe any trademark, patent or technical 
information of DuPont or other persons covering any material or its use. © 2024 DuPont. All rights reserved. DuPont™, the DuPont Oval Logo, and all trademarks and service marks denoted with TM, SM or 
® are owned by affiliates of DuPont de Nemours, Inc. unless otherwise noted. DSF24-2407-0943 (09/24)

dpp.dupont.com

Industrial grey

Nomex® Xtreme Arc Cut Engineered Yarn can help gloves achieve:

• �Reliable Category 2 arc flash protection and flame resistance that
won’t melt or drip

• �Unmatched combined thermal performance of DuPont™ Nomex®

and the superior strength of DuPont™ Kevlar®

• �Exceptional cut protection without steel or metal reinforcement

• �Lightweight protection that conforms to hand and stretches with
movement to enhance dexterity

• �Superior comfort by optimizing yarn-spinning technologies
and construction design**

Arc rating*

11.0 cal/cm2 – Cat 2

Connect with us:

Color
Industrial
grey

Yarn count (Ne)
15/3

Gauge
13G

Cut level
A5/E

Primary 
industries
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EV Automotive
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General  
manufacturing

Nomex® Xtreme Arc Cut 
Engineered Yarn
Outstanding arc flash and 
cut protection with superior 
comfort and dexterity
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https://www.dupont.com/personal-protection/language-selection.html
https://www.youtube.com/channel/UCCoR67EiPw8T0JfSOCVhlzQ
https://www.linkedin.com/showcase/dupont™-tyvek®-protective-apparel/

