
Launderability: 

Thermal performance1:

Comfort:

Dexterity:

Cut:

*Tested per ASTM F2675/F2675M-22.
**Patent filed and pending.
1 Combined rating for radiant heat, contact heat, flammability and electric arc performance.
All testing performed and measured on a 13-gauge glove without coating.
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suitable for the intended use. The end-user should discontinue use of glove or sleeve if yarn becomes torn, worn or punctured, to avoid potential hazard exposure. Since conditions of use are beyond  
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Hi-vis green

Nomex® Xtreme Arc Cut Engineered Yarn can help gloves achieve:

• �Reliable Category 2 arc flash protection and flame resistance that  
won’t melt or drip

• �Unmatched combined thermal performance of DuPont™ Nomex®  
and the superior strength of DuPont™ Kevlar®

• �Exceptional cut protection without steel or metal reinforcement

• �Lightweight protection that conforms to hand and stretches with 
movement to enhance dexterity

• �Superior comfort by optimizing yarn-spinning technologies  
and construction design**
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Color
Hi-vis
green

Yarn count (Ne)
15/3

Gauge
13G

Cut level
A4/D

Arc rating*

9.3 cal/cm2 – Cat 2
ANSIEN388

2X4XD 

Nomex® Xtreme Arc Cut 
Engineered Yarn
Outstanding arc flash and 
cut protection with superior 
comfort and dexterity

NFPA
70E

Cat 2

ATPV
>8 cal/cm2

dpp.dupont.com

https://www.youtube.com/channel/UCCoR67EiPw8T0JfSOCVhlzQ
https://www.linkedin.com/showcase/dupont™-tyvek®-protective-apparel/
https://www.dupont.com/personal-protection/language-selection.html

